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Leader Arm Repairs August September 2013 
 

Criteria 
Supply labour plant and materials to replace 5 rotten timber trestles to a live port entrance 

 Bolting down positions are only available at extreme spring low water available for 2.5hrs a 
day over  4tides  

 
 
 

 
 

 
The fender arm with a supply vessel entering 
harbour.  We maintain radio contact at all times 
with port control regarding  general safety and 
vessel movements and leave the structure on 
safety grounds when large vessels enter or leave 
the harbour 

 
A rotten 12x12 trestle in need of repair note how 

the RHS splint repair is rotten through 



 
Leader arm gantry 

 
Our 50ton crawler crane and crew removing the 

gantry to expose the trestles 
 

 
Gantry removed exposing the trestles 

 
Removing the holding down assemble  



 
Our 50ton crawler crane removing a trestle note 

the rotten through back vertical leg 

 
New 2.5ton Ekki hardwood timber trestle with 
holding down brackets in place made on site 

 
Our 50 ton crawler crane lifting a new 2.5ton 

Ekki trestle into position 

 
Three number new Ekki trestles bolted into 

position 

  



 
installing new 12x12 & 6x12 and gantry deck 

boards 
 

 
Photographs at high tide installing new 12x12 & 

6x12 and gantry deck boards 
 

 
5 new trestles 2no behind the concrete structures, gantry deck and hand rails installed 

 


